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PROLU
昌路机械科技

螺丝冷镦机(380V)

Screw Cold Heading Machine(380V)
序号

Item
1 2 3 4 5

产品名称

Model JYX15-37G JYX15-50G JYX15-63G JYX15-76G JYX15-100G

最大外径

Max.blank diameter
（mm）

2.3-5

最大长度

Max.blank length
（mm）

40 55 65 80 110

生产能力

RPM
（pcs/min）

220 200 155 140 105

主模外径

Main die diameter
(mm)

34.5*55 34.5*67 34.5*80 34.5*100 34.5*115

一冲模

1st punch die
（mm）

31*73

二冲模

2nd punch die
（mm）

31*73

剪刀模

Cut-off die
（mm）

19*35

剪刀

Cutter
（mm）

10*32*63

主电机功率

Motor power
（KW）(4HP)

3

油泵电机功率

Oil pump power
(KW)(1/4HP)

0.33

整机尺寸

Machine size
(M³)

2.1×1.05×1.1 2.1×1.05×1.1
2.15×1.1×1.1 2.3×1.1×1.1 2.3×1×1.1

2.3×1.1×1.45 2.3×1.1×1.45

重量

Weight
（KG）

2000 2000
2100 2100 2100

2300 2300

附：1. 以上标准配置含直线器与料架。
       2. 机械防护分为半防护与全防护。3. 若另需打头机电脑或输料机，请另行咨询。

Attach:1. Machine including wire straightener and wire shelf.
           2. Protection:half or full.3. Need auto checker or conveyor,please consult.



*Vertical sliding plate,widen and thicken, 
biggersize . entirety quench. Slide stabilization.
*Sliding block, cast alloy steel
*Mould pedestal, high processing accuracy.
*Pull rod,spring pedestal,straight line pedestal,
knife rest pedestal, precision cast steel
*Install sliding block baseplate,shock
absorption,antiwear,lengthen using life.
*Oil line reasonable layout, lubricate all parts.

*Curve sliding plate, entirety, without insert.
*Crankshaft,high strength and toughness,antiwear alloy
steel,widen and thicken.
*Lifting transmission plate,cutting by laser cutting
machine.impact toughness well, high strength.
*Second axle cam, control the accuracy 3%-5% millimeter

*Auto stop without lubricating oil
*Taiwan Electrical motor
*Main electric circuit：Schneider
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